
I.    PREPARING THE WASHFOUNTAIN FOR INSTALLATION

STEP 1. UNPACKING THE WASHFOUNTAIN
Remove the 4 main components of SANISPRAY from their shipping cartons.
These are:
• the electronic collective head
• the pedestal with riser column
• the sprayring
• the bowl

STEP 2. PREPARING THE PEDESTAL FOR INSTALLATION
Remove the 11/2” galvanized vent cap (P2800) from the vent pipe, and then remove the 11/2” 
galvanized tie-nut (P2850), the galvanized tie plate (P425440), sprayring, the riser column (P425430),
the drain base with grid and finally, the cardboard packing board.�

II.   ASSEMBLING THE PEDESTAL

STEP 3. FIXING THE RUBBER JOINT TO THE PEDESTAL, IN CASE OF DISLODGEMENT
Tilt the pedestal on its side and fix the rubber joint (P2800) to the scuff base of the pedestal stand.
Next, put the pedestal upright.

STEP 4. FASTENING THE BOWL
A) Slip the bowl over the vent pipe and flexible supply line, and put it on the pedestal.
Remount the following items which where removed in STEP 2:
• drain base with grid
• riser column
• sprayring
• the tie plate

Make sure that the flexible supply line leading to the sprayring is installed with Teflon tape or sealant 
to prevent leaking. Mount the sprayring to the riser column. On a semi-circular  washfountain, the 
sprayring needs to be centered with the flow holes to the front of the unit.  Position the tie plate on top 
of the sprayring and pull the sensor leads through the tie plate holes.  If the washfountain is supplied 
from the ceiling with hot and cold, or premixed flexible supplies, these flexibles should already be pulled
through the tie plate as well.
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B) Then, center the bowl (the rim-height to the floor should be identical for all positions around the 
washfountain) and secure the tie-nut very firmly to tighten the waste water collector to the bottom of 
the bowl. Make sure that the waste collector is completely pressed against the bowl, thus preventing 
leakage. Finally, the vent cap should be re-installed with Teflon tape or sealant, to close off the vent 
pipe.

C) Fasten the four nuts (2 on each side) on the pedestal using the special 13mm wrench supplied in 
the plastic accessories bag.  In this way, the bowl with riser column and waste water collector are 
secured to the pedestal.  In doing so, a slight deformation of the bridge may occur.

BE CAREFUL:   Make sure only to execute the above procedures in the order described above, because fastening
the four nuts to the pedestal bridge prior to securing the bowl to the waste water collector, may cause a leakage
problem in between the waste water collector and the bottom of  the bowl.
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III.  INSTALLING THE WASHFOUNTAIN

STEP 5. CONNECTING THE DRAIN
Move the washfountain on site and open both the front and the rear service panel (if  necessary), of 
the pedestal. The rough-in information indicates the position of anchoring bolts, supplies and drains of
the washfountain.

Then connect the 4-WAY P-TRAP (optional equipment) according to one of the following requirements.

• Drain to the FLOOR: connect either the right or the left lower (vertical) trap outlet to the 2" flexible
drain connector (optional equipment).

• Drain to the WALL: connect with the right or the left (horizontal) trap outlet to the drain in the wall,
using the 2" flexible drain connector.

Proceed as follows:
– Knock out the appropriate trap outlet.
– Use the extra supplied second cap to lock the vertical outlet that remained opened.

*In case the trap is not supplied by INTERSAN, the waste water outlet is suitable for no-hub connections to drain
and trap in the floor.
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STEP 6. ANCHORING THE PEDESTAL TO THE FLOOR
Drill the four holes for the anchoring bolts and then anchor washfountain firmly to the floor using the 
four bolts supplied in the plastic accessories bag.

STEP 7: CONNECTING THE SUPPLY LINES TO THE WATER SUPPLIES
Connect the two flexible supply lines (in case of a washfountain with thermostatic mixing valve), or 
single supply line (for washfountains with cold or premixed water) to the water supply. To hook-up the
OPTIONAL FLEXIBLE SUPPLIES, proceed as follows:

In case of hook-up to threaded pipe:
• Remove the flexible supply line from either the thermostatic mixing valve or the tempered/cold 
    supply.
• Remove the sweat adapter from the flexible.
• Connect the flexible to the main water supply line.
• NOTE: It is advised to use either teflon tape or a sealing compound on the threaded couplings.
• Re-connect the flexible to the thermostatic mixing valve or the tempered cold supply set.

In case of sweat pipe hook-up:
• Remove the flexible supply line from either the thermostatic mixing valve or from tempered/cold
    supply set.
• Remove the sweat adapter from the flexible and solder it to the main water supply line.
• Connect the flexible to the sweat connector.
• NOTE: It is advised to use either teflon tape or a sealing compound on the threaded compound.
• Re-connect the flexible to the thermostatic mixing valve or tempered/cold supply set.

Make sure that the flexible supply lines are not twisted.  Sharp bends should be avoided as well.

IV.  INSTALLING THE ELECTRONICS

STEP 8. CONNECTING THE SENSOR LEADS TO THE COLLECTIVE HEAD
The sensor leads coming from the master control unit, through the tie plate, must be connected to the 
sensor leads from the collective head before mounting the head to the tie plate.  These leads have 
male/female connections and can be connected in any configuration.  The order the sensors are 
connected will have no effect on normal operation of the collective sensor operated washfountain.
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STEP 9. INSTALLING THE COLLECTIVE SENSOR ELECTRONICS
Install the pre-assembled collective head over the tie plate, making sure that the drill holes of the tie 
plate and the collar of the head correspond.  Then connect the sprayhead to the tie plate by means 
of the appropriate screws.  If semi-circular, align the sensors with the front of the washfountain.

STEP 10. CONNECTING THE BATTERY-PACK
Connect the battery-pack to the Master Control Unit by means of the battery-connectors, using the 
connection bridge. The master control unit is located in the base of the pedestal and can be reached 
through the front access panel. Push the reset-button (on some models) located on the top of the Master
Control Unit.  Thirty-two seconds later, the electronic system will be ready for operation.

STEP 11. FINALIZING THE JOB
Open all stop valves inside the pedestal, open all  water supply lines, and afterwards close the front 
and rear service panels tightly as indicated on the drawing.

Finally, present your hands under one of the sensors; the water should start flowing immediately from 
the sprayring.
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CONSUMER NOTICE
This product contains chemicals known to the state of California to cause birth defects or other reproductive harm.
This notice is a mandatory requirement by the state of California under current law. (Proposition 65.)  Drinking
water has been found to contain lead, some of which has been attributed to piping, lead solders and brass plumbing
fittings.  Water standing in a closed water system may dissolve lead out of the faucet and the rest of the plumbing
system, particularly if the water is corrosive.

INTERSAN washfountains, automatic faucets, and hand washing systems are manufactured from the highest quality
of materials available in the industry today.  However, fittings made of brass contain minute of lead in alloy form
which may be leached out when water is allowed to stand in the system.  We suggest that you greatly reduce
unnecessary exposure t dissolved materials in your water supply by taking the following steps:

1. Never drink the first glass out of the tap when the water has been standing unused for
    several hours, during the day or overnight.  Run the faucet for a few seconds to “flush it”.

2. Avoid drinking or cooking with water drawn from the hot water side of the tap.

DAMAGE/SHORTAGE CLAIM
All INTERSAN products are carefully inspected prior to shipment from the Phoenix warehouse. Our responsibility
as manufacturer of our products cease upon delivery in good order to any carrier or transportation company.  All
materials are shipped at the consignee’s risk.  Since INTERSAN is not responsible for damage in shipment or storage,
customers should carefully inspect all items at time of delivery and note any obvious damage on the delivery receipt.
 For the customer’s protection we recommend visual inspection of materials prior to signing carrier’s receipt.  Such
obvious or subsequently discovered damage must be reported in writing to the carrier in accordance with applicable
regulations and time limits, usually 15 days of delivery.  Claimed for shortages or variances must be submitted in
writing within 10 days following receipt of invoice or shipment, otherwise they will not be honored.

All information including dimensions are subject to manufacturer’s change without notice.  INTERSAN assumes no
responsibility for use of superseded or voided information.
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Warranty

Intersan Manufacturing Company warrants to commercial and institutional purchasers
only, each unit, free from defects in material and workmanship under normal use and
service upon the following terms and conditions:

1.  This warranty is limited to replacing or repairing at our option, transportation charges
prepaid by the purchaser, any Intersan unit or part thereof which our inspection shall show
to have been defective within the limitations of this warranty.

2.  The period during which Intersan products are warranted is as follows:

• Solidsan™ and stainless steel materials warranted for 5 years.

• All other Intersan components warranted for 3 years (excluding batteries and 
common wear items such as diaphragms, washers, certain valves, etc.).

3. This warranty does not cover installation or any other labor charges and does not apply
to any units which have been damaged by accident, abuse, improper installation, or
improper maintenance.

4. The replacement or repair of defective units stated in this warranty shall constitute the
sole remedy of the purchasers and the sole liability of Intersan under this warranty.  Intersan
shall not otherwise be liable for any indirect damages caused by defects in the repair or
replacement thereof.

5. This warranty extends only to commercial and institutional purchasers and does not
extend to any others, including consumer customers of commercial institutional purchasers.

6. This warranty is in lieu of all other warranties, expressed or implied, including any
implied warranty of merchantability or fitness for a particular purpose or otherwise.
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