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PREPARATION

1. Required items for installation

The following items are needed to install the Solidwave® washstation, they are NOT supplied.

- If a wall carrier is not used the following anchoring hardware is necessary : 6 x 3/8” bolts, washers
 and appropriate wall anchors equal to(1000 lbs pull-out strength)
-  2” P-trap and fittings to connect to the roughin drain.
-  1/2 Supplies stubbed out from the wall
- Pipe sealant

2. Rough-in

See figure 1 for rough-in dimensions

THE INSTALLER IS RESPONSIBLE TO COMPLY AND CONFORM WITH LOCAL CODES AND ORDINANCES.

- Flush all debris from the water lines prior to starting installation.
-  Turn off water supplies to the unit.

FIGURE 1

Mark and drill the holes
diam 5/16”. 1000 lbs of
pull out strength per
wall anchor required.

pull out strength per

(Disregard when unit is battery

1 1/2”

110V/60Hz 3A
GFCI Electrical Receptacle
Consult local codes

or pushbutton operated)
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INSTALLATION

1. Remove front-access panel from the fixture

-  Remove the front access panel from the fixture by removing the allen screw at the bottom of the
 unit and slide the access panel upward.

2. Mount washstation to the wall

LIFT THE FIXTURE USING THE APPROPRIATE LIFTING PROCEDURES. DO NOT ATTEMPT TO LIFT THE FIXTURE
BY YOURSELF, IT TAKES AT LEAST 2 PEOPLE TO SET THE FIXTURE.

a. When using a wall carrier

Mount the fixture on the carrier bolts, level the unit, then secure the brackets.

b. When using wall anchors

-  Install 6 anchors for 3/8” bolts according to figure 1.
-  Make sure the anchors have a pull-out strength of 1000 lbs.
-  Mount the fixture to the wall anchors using 3/8” bolts and washers securely.

3. Connect the supplies

-  Use the wall stop/strainer assemblies supplied with your unit for best results. Teflon tape or
   sealing product is necessary between the ball valve and brass fitting. Make sure the stops are
   in the off position.
-  Assemble the supply-set to the water distribution head or faucet, according to figure 2.

IMPORTANT: MAKE SURE THE HOT AND COLD  SUPPLIES ARE INSTALLED ON THE CORRECT SIDE OF THE TMV.

P2766
(flexible)

P430060
(washer)

P2829
(elbow)

P2830
(nut)

P430060
(washer)

P2766
(flexible)

P2828
(mixing valve)

P2830
(nut)

P2829
(elbow)

P430060
(washer)

P2766
(flexible)

Stop ball Valve

Stop ball Valve

FIGURE 2

HOT & COLD WATER SUPPLY

COLD WATER or TEMPERED
WATER SUPPLY ONLY
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INSTALLATION

4. Install the P-trap

-  CONNECT WASTE TRAP PER LOCAL PLUMBING CODE.

5. Finishing the installation

a. Connect the battery or power supply, the unit should be operational after waiting 30 seconds. If
your unit is pushbutton skip this process and go to the next.

b. Soap priming procedure is done by inserting the needle into the soap bag. Connect supplied
    sryinge, prime the soap nozzle by evacuating all air from the system. Accomplish this by putting
     the syringe on the outside fitting next to the sensor and pulling all of the air out, until
    soap is visible.
c. Open ball valves and inspect the unit for any water leaks.
d. Mount the access panels and the lid to the distribution head.

6. SOLIDWAVE with SANTRONIC FAUCET

-  Assemble the supply set according to figure 3.
-  Use teflon tape were necessary
-  Double check the faucet brackets on the rear mounting brackets are still secured from behind.
-  Continue with the normal installation from the beginning at step one.

FIGURE 3


